Accessories

MANICHETTE IN GOMMA

Rubber high quality and resistance pipeline for distri-
bution of DIESEL end [.X:JR[\T5, complete with
detachable and reusable steel links.

Code meters Diameters

72606SL | 6 | 3/4” (19x27 mm)
72608SL | 8 | 3/4” (19x27 mm)
726010SL | 10 | 3/4” (19x27 mm)
72706SL | 6 1” (25x35 mm)
72708SL | 8 1” (25x35 mm)
727010SL | 10 1" (25x35 mm)

Code 7615 Code 400312
Line filter Collector flanged

o’ s m

i Code 3260
%&a Gravity Kit
' Equipped of EPDM rubber hose 3

m length, 1000 litres IBC adapter,
polyethylene manual nozzle.

JOINABLE RUBBER HOSE
Antistatic rubber hose for distribution of DIESEL,
crimped to the extremities with hose tails.

Code meters Diameters
7260 4 3/4” (19x27 mm)
72606 6 3/4” (19x27 mm)
7268 8 3/4” (19x27 mm)
7270 4 1" (25x35 mm)
72706 6 1” (25x35 mm)
7278 8 17 (25x35 mm)
Code 7200

Antistatic rubber hose for DIESEL
@ 3/4” (D 19x27 mm)

Code 7210
Antistatic rubber hose for DIESEL
@17 (2 25x35 mm)

Code 7201
Antistatic rubber hose for [T ;1=\
@ 3/4” (D 19x27 mm)

Code 591090
SWIVEL 90° 1” M/F.

Code 3240
IBC attack with 1” hose

At
0

Code 7962 Code 7960
1” foot valve 1” check valve

with foot filter
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