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Greaser

Code A ch L1 L

010/8x125 M 8x1,25 15 7 18

010/10x1 M10x1 15 7 18

010/10x15 M10x1,5. 15 7 18

010/18G G 1/8” BSP 15 7 18

010/14G G 1/4” BSP 15 7 18

Hexagonal head with double hexagon 
Tecalemit. In accordance with UNI 7662 B 

Code A ch L1 L

020/16x15 M 16x1,5 fiat 22 12 31

020/14G G 1/4” BSP 22 12 31

020/38G G 3/8” BSP 22 12 31

Grease nipple for track circle head

Code A ch L1 L

050/6x1 M 6x1 9 6 17

050/7x1 M 7x1 9 6 17

050/8x1 M 8x1 9 6 17

050/8x125 M 8x1,25 9 6 17

050/10x1 M 10x1 11 7 19

050/10x125 M 10x1,25 11 7 19

050/10x15 M 10x1,5 11 7 19

050/18G G 1/8” BSP 11 7 19

Code A ch L1 L

060/12X15 M 12x1,5 15 7 18

060/12X175 M 12x1,75 15 7 18

060/14G G 1/4” BSP 15 7 18

Code A ch L1 L

030/6x1 M 6x1 7 5 13,5

Code A ch L1 L

040/6x1 M 6x1 7 6 30

Steel greaser 
AVP 11 SmPb37 - UNI EN 10204
White galvanized  
(7 micron).
For every type of grease.

Dimensions
A= conical thread
ch= exagon key
L= total length
L1= thread length

HYDRAULIK grease nipple sphere head
In accordance with UNI 7663 A

HYDRAULIK grease nipple sphere head.
In accordance with UNI 7663 A

HYDRAULIK grease nipple sphere head 
In accordance with UNI 7663 A

HYDRAULIK grease nipple sphere head
In accordance with UNI 7663 A

Code A ch L1 L

070/6x1 M 6x1 11 6,5 25,5

070/7x1 M 7x1 11 6,5 25,5

070/8x1 M 8x1 11 6,5 25,5

070/8x125 M 8x1,25 11 6,5 25,5

070/10x1 M 10x1 11 6,5 25,5

070/10x125 M 10x1,25 11 6,5 25,5

070/10x15 M 10x1,5 11 6,5 25,5

070/18G G 1/8” BSP 11 6,5 25,5

070/14G G 1/4” BSP 11 6,5 25,5

Code A ch L1 L

080/6x1 M 6x1 11 6,5 20,5

080/7x1 M 7x1 11 6,5 20,5

080/8x1 M 8x1 11 6,5 20,5

080/8x125 M 8x1,25 11 6,5 20,5

080/10x1 M 10x1 11 6,5 20,5

080/10x125 M 10x1,25 11 6,5 20,5

080/10x15 M 10x1,5 11 6,5 20,5

080/18G G 1/8” BSP 11 6,5 20,5

080/14G G 1/4” BSP 11 6,5 20,5

HYDRAULIK grease nipple 45°.
In accordance with UNI 7663 A

HYDRAULIK grease nipple 90°.
In accordance with UNI 7663 A


